@

PCONLINE

28/03/2024:9xn
18:54:41:ayvw

|"'71IN 'O'D

NN NN 4 anig 5 2 noin :1NaMmd
03-6005007

'NN NYXN
DAP2660 Link-D nno 7'1an :019n
n"w 759 :a'nn

5 :nj7o0N

1 nmw :nmMnx

n"w 0 :ni7wn

6 :D'miI7wn

0 n

71'7°T N1an T 7y NINV'WI Ad'nN L, NIPNN DYNIY
072-2575555 19702

NINN
72'7°T N1an T 7y NINV'WI AD'nN L, NINN DYNY
072-2575555 19702

DAP-2660

] n1’'{70
1712000 n7ya Link-D n'an n'mnxiy awna nTiy
nrin'an ay'xn AC |7na N2a 1ITa 7 n'oIN7NN
[7n2 1200Mbps Ty 7¥ ThI'nma ninida 0xainma nnra
AC, nn 191aY aNIN '"7N'T'N 112V '7wn N’ D'71M,
n'71Ta o’¥ag7 nTiinl HD IXT1 12210, 02’31 DN

NN NIN'AN2
N771D1 N'an 752 'OIN7XN NITVA NDOINNT7 'wnvn

.Band-Dual-a no>o'nn ny POE nx'y»

] D’2O0 DN
Device Interfaces
. =802.11a/b/g/n/ac wireless*
- 1 Gigabit LAN Port (supports PoE)
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LEDs
- Power

Standards
11 bg g/n ac*
u/a

ue C ﬂe
Hz o 2.
GHz, 5 a7 to 5 85

GHz**

] . _ Antennas

- Two internal 3 dBi for 2.4 GHz
- Two internal 4 dBi for 5 GHz

- 2.4 GHz 2.
-5Gszand 5.15 to 5.

Securit

- WPA-Persona
- WPA -Enterprise
- WPA2-Personal
- WPA2- -Enterprise
- WEP 64/128-bit encryption
- SSID broadcast disable
- MAC address access control
- Network Access Protection (NAP)
- Internal RADIUS server
Network Management
- Telnet
- Secure Telnet (&SH&

- Secure HTTP (HTTPS
- Traffic c0||1\|t|{"lo

- D-Link Central WiFiManager
- AP Array

D"1'S N’aINl
Dimensions
-170 x 170 x 28 mm
] Weight
- 316 grams with antennas
Operating Voltage
-12 V DC +/- 10%, or 802.3af PoE
Maximum Power Consumption
- 11 Watts
Temperature
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- Operating: 0° to 40°C

- Storage: -20° to 65°C

. Humidity

- Operating: 10% to 90% non-condensing
- Storage: 5% to 95% non-condensing
Certifications

- FCC

- IC

- CE

- UL
- Wi-Fi® Certified
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